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Specification Sheet 

In applications including; boilers, furnaces, wood stoves, wood inserts, fireplaces, heating devices, and other appliances, parts must be used consistently with original equip-
ment manufacturers specifications, design, function and operation.    

Improper installation or use of this product could result in a fire, smoke inhalation or carbon monoxide poisoning.  Products should be installed by a licensed and certified 
technician in compliance with all national, state and local codes.  Products should be inspected annually by a licensed and certified technician for wear, britlleness, cracking or 
crumbling, and replaced as necessary.  Lynn Manufacturing, Inc. recommends installers certified by NFI, CSIA or NORA.   

Never work on a piece of equipment or touch the fibrous product when it is hot, as the product may show no visible signs of heat from glowing or smoking. 

Lynn Manufacturing, Inc offers hundreds of products with many applications.  Determining whether the product is a fit for the particular purpose and suitable for an applica-
tion is the sole responsibility of the purchaser/installer.    

In no event shall Lynn Manufacturing, Inc be liable for any damages to property or life arising from or connected with the use of this product.   

Lynn  
Item 1105 

 

Application, Installation and Use Warning: 

V1119 

KIT CONTAINS:  Fire door insulation 146-14-015, target wall insulation 146-19-003, refractory cement, 4 brass 

spacers and complete instructions.   

FIT:  All Crown Empire water boilers, including models 3E.60, 3E.75, 3E1.00, 4E.90, 4E1.25, 4E1.50, 5E1.20, 5E1.75, 

5E2.00.  Also fits Crown Bahama models without swing out door, including BD-74, BD-91, BD-111, BD-120, BD-147, 

BD-151, BD-178, BD-211, BD-238.  For Crown Empire II, use Lynn 1132.   

INSTALATION: A caulking gun is required for proper instalation.   Protect from freezing:  This kit contains a sealant 

that is damaged if frozen.   

CAUTION:  Protect this product from freezing to prevent damage to wet refractory. 

Combustion Chamber Kit, Dunkirk Empire Water & Crown Bahama 

Ceramic fiber products are suspected of causing cancer by inhalation.  All ceramic fiber products have a hazard communication warning label and a prop 65 

warning for airborne fiber inhalation.  You should minimize exposure to airborne fibers.   When handling ceramic fiber we recommend using particulate respi-

rator mask (N95), protective gloves, safety glasses and long sleeve clothing.  For complete safety information consult the SDS sheet.  htlps://

www.lynnmfg.com/documentation/  

Health and Safety Warning:   


